SPECIFICATION FOR CONSTRUCTING A RCC STRONG ROOM

(B-CLASS STRONG ROOM)

1. A SPECIFICATIONS FOR STRONG ROOM ARE AS FOLLOWS

Walls 
: RCC 
1:2:4 30 cm ( 12") thick

Floor 
: RCC
1:2:4 15 cm ( 6" ) thick.

Floor :: 
15 cm (6") thick heavily reinforced over the existing the existing plain cement concrete flooring for vault in ground floors and over existing RCC slabs in vault in upper floor (the strength of the slab in such case will have to be checked to allow for the additional dead and super imposed load).

Ceiling RCC 1:2:4

30 cm (12" thick). Where it is not feasible to provide a RCC slab as specified, the ceiling may be fortified with MS grills consisting of 20 mm rods spaced 75 mm c/c in angle iron frame work.

Reserve Bank of India has specified ceiling fortification only in cases where it is not feasible to provide RCC slab of specified thickness.

If it is not possible to provide the strong room with the ceiling of prescribed thickness of 30 cms (12") or provide fabrication with MS grills, RBI would be prepared to consider relaxation of the existing specification on merits of individual cases, provided the floor space directly above the strong room is also in the possession and occupation of the Bank.

DOOR

Strong room door adhering to standard specification of "B" class currency chest ie improved Bankers quality strong room door of "Godrej or Steelage" make are to be provided. The Defender Class II strong room doors of "Godrej" make and Special Bankers quality srong room doors of "Steelage" make conform to the standard specifications of "B" Class Currency Chest strong room doors.

2. THE MINIMUM REINFORCEMENT AS ADVISED BY RBI ARE GIVEN BELOW

Walls:

12 mm dia mild steel/tor steel @ 6" c/c both ways and on the both faces of the wall (a formation of reinforcement matt of about 6"x6") on either face of the wall to be obtained.

FLOOR

Same as in the case of walls but only on one face.

CEILING

Same as in the case of walls.

Further where reinforcement is proposed on two faces of a RCC member, it shall be staggered in such a manner that any view taken at right angles to the matt formation would show reinforcement at every (3") c/c in elevation (in respect of walls) and in plan (in respect of ceiling slab). The above reinforcement are only the minimum and depending on the structural requirements, the structural consultants for the work, should design and detail out actual reinforcements required but these shall not be less than what are specified above.

3. COLUMN SIZE

Two columns of 10"x10" size with 6 nos of 12mm dia tor steel main rods and 6 mm dia binders rods are to be done only after fixing the door and ascertaining the plumbline.

4. AIR VENTILATORS


GODREJ

STEELAGE

Overall opening


24"x24"

24"x24"

Clear Opening



18"x18"

18"x18"

When the strong room is divided into 2 portions for cash and lockers, two ventilators for both the rooms are to be provided.

5. FIXING OF DOORS

While fixing the doors special attention should be paid for fixing it in the plumb, as slightest bend (out of plumb line) will cause improper working of the door. Always help of the Godrej/Steelage mechanic should be made use of.

6. PARTITION FOR SAFE DEPOSIT VAULTS INSIDE STRONG ROOM

In case the branch has provision of safe deposit lockers a wooden partition/4.5" thick wall with a door having a Godrej Night latch is to be erected in the strong room to separate the safe deposit lockers room and that of the area required for keeping the cash and security items.

7. VENTILATING HOLES

Where Godrej/FBR ventilation and/or exhaust fan is not ordered by us than vent holes are to be provided. About four numbers 1" dia hole are to be provided in the strong room walls 8" height from the floor level. The purpose of these vent holes is to avoid the vacuum inside the strong room, which will result in problem to open the strong room door. The top of the holes should open upward inside the strong room and the lower portion down wards outside. But, this vent hole should not be provided to open outside the building.

8. ELECTRIC WIRING

It must be noted that the electric wiring should be arranged separately for the strong room and it is connected to a plug outside. In effect when the plug is removed there should not be live electricity wiring inside the walls, roof or floor of the strong room. Plug points at four top corner and four bottom corner are to be provided inside the strong room apart from regular lights.

9. CONSTRUCTION SUPERVISION

A copy of the leaflet and plan be given to the owner/architect for attending to the construction. Adequately in advance the nearest Godrej/Steelage stockiest should be request to send their experienced mechanic at the time of erecting and fixing the door. The charges paid to the mechanic will be borne by the bank.

10. GENERAL

Important Points are enumerated:.

i. Do not part with the keys of the door and the gate. One set should be held under double lock and only one set should be used by the joint key holder as per double lock procedures. When the door is installed keys should be tried several time to ensure smooth working. When the concrete sets the door should be tried and keys also tried as often as possible for their smooth working. Unless the door is fixed on a even level (ie plumb line) a smooth working of the door gate and the locking arrangement will be difficult.

ii. The keyholes should be safely packed so that even dust does not enter them. The locking arrangement is very delicate and as such special care should be taken in this behalf.

iii. There is oiling hole on the top of the hinge of the door which would be protected against dust and water. When the erection is over it should be oiled for smooth working.

In case, of any difficulty in any of the points referred above reference may be made to P & E Section or t the nearest Godrej/Steelage agent for necessary assistance

